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Package Contents
(1) Panel Cutout Adapter (this product) x1
(2) Installation Guide (this guide) x1 
This product has been carefully packed, with special attention to quality. However, should you find 
anything damaged or missing, please contact your local distributor immediately.

Specifications

The information in this document is subject to change without notice.
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Be aware that the Digital Electronics Corporation shall not be held liable for any real or estimated damages or 
losses, or third party claims resulting from the use of this product.

Note

Structure

Weight 26.5 g (0.06 lb) or less
*1 IP65F is not part of the UL certification.

Panel Cutout Adapter (this product) model number

Display unit GP-4100 Series Color Model (GP-411*T)

PFXZCFAD31

This product is an adapter for installing GP-4100 Series Color Model (GP-411*T) to a mount hole 
on the panel of the monochrome model (GP-410*).

IP65F*1 (The structural protection rating, when attaching this product on the 
display unit, depends on the rating of the display unit. For more information, 
please refer to the display unit's hardware manual.)

Dimensions
The following drawing shows a display unit (GP-411*T) with this product.

1 Display unit's panel
2 Panel Cutout Adapter
3 Installation panel

Installation
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124.9 mm (4.92 in) 90.4 mm (3.56 in) 11.3 mm (0.44 in) 1.5...6 mm (0.06...0.24 in)
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For details on how to mount this product to the display unit, refer to “GP-4100 Series Color Model 
Installation Guide” or “GP-4100 Series Color Model Hardware Manual”.
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W and H are same as the external dimensions 
of the display unit (GP-411*T). 




